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PRODUCT No. 6674 

Manualy operated rotary pump 
 

 

 

 

(Ilustration photograph) 

Technical data 

Material    Aluminium 
Output   300 (ml/rev) 
Aplication   2“ barrels 
Outlet outer diameter 22 mm 
 

Attributes 

- Made of aluminium. 
- The hand pump has a high quality design and mechanical resistance. 
- The pump is equipped with a movable nut for mounting the telescope in the barrel. 
- The clamping nu tis equipped with a vent. 
- For 2“ threads / barrel holes. 
- Delivered without a hose on the outlet. 

Product purpouse 

- Designed for pumping diesel or oil. 
 

Additions 
 
- Before using for pumping of other aggressive liquids, this 

option must be discussed with the manufacturer. 
- Layout: 1. Connection 90° (plastic) 

  2. Body (aluminium) 
  3. OR (rubber) 
  4a-4b. Paddle (plastic) 
  5. Rotor (aluminium) 
  6. Bol tnut (steel) 
  7. Spring (steel) 
  9. OR (rubber) 
  10. Cover (aluminium) 
  11/12. Screw (steel) 
  13/14/15/16. Lever (steel-plastic) 
  17. Fixed ring (plastic) 
  18. Suction tube 
  19. OR (rubber) 

mailto:info.mevatec@meva.eu

